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Cataract surgery quality control
Visual acuity (VA) is the most common clinical 

measure of the quality results of cataract surgery. 

It is how we describe and measure the success 

of surgery and it is therefore critical that it is 

measured well. Measurement of VA must be 

standardized and systematic. Topcon’s KR-800S 

Auto Kerato- Refractometer with subjective VA 

check will do exactly that. With the KR-800S  

the VA can be subjectively tested pre- and post-

operative cataract surgery.  With the unique 

features of the KR-800S such as “Glare” test 

and “Contrast” test you can even evaluate 

the progression of cataract and distinct Nuclear 

cataract from Cortical cataract.  

VA Simulation Premium IOL
KR-800S offers a Spherical Equivalent mode 

which can simulate the benefit of a premium 

(toric) IOL, to educate the patient on the 

advantages of a better post-operative VA.  

The subjective VA test for nearwill assist the 

patient in considering a Multifocal IOL.

Cataract workstation
The KR-800S completes the screening workflow 

of cataract surgery. All necessary cataract pre-op 

information can be obtained by KR-800S and 

ALADDIN, while the KR-800S assist you post-op 

in Visual Acuity evaluation and the success of the 

cataract surgery. ALADDIN and KR-800S the 

perfect  combination for your cataract practice. 

Topcon’s Cataract Workstation

KR-800S
PRE-OPERATIVE
Subjective Refraction
and Pre-OP-diagnostics

KR-800S
POST-OPERATIVE
Subjective Refraction
and Post-OP-diagnostics

Aladdin
Pupillography
Topography
Biometry inkl. K1 & K2
IOL Calculation

Cataract
Surgery

KR-800S
Auto kerato refractometer 

with subjective function

Aladdin
Optical Biometry & 

Topography System



Measurement range for IOL

Axial Length (Interferometry) Super luminescent diode 830nm,  15 mm - 38 mm

Corneal Radii 5.00mm – 12.00mm / 28.00D - 67.50D

ACD measurement Interferometer 1.5mm – 6.5mm

WTW measurement 6,0 mm- 18,0 mm

Pupillometry Dynamic, Photopic & Mesopic, pupil size 0.5 mm - 10 mm

Lens Thickness (interferometry) 0.5mm – 6.5mm

CCT measurement (interferometry) 0.300mm – 0.800mm

On-board calculation formulas

IOL formulas Haigis, Hoffer Q, Holladay 1, SRK®II, SRK®T, Barrett, Universal II, Olsen

Post Refractive Surgery IOL formulas Camellin Calossi and Shammas No History, Barrett True K, Barrett Rx

Placido Topography specifications

Keratoscopic Cone (topographic map) 24 rings on a 43 dpt sphere, working distance 80 mm

Points analysed Over 100,000

Points measured 6,200

Cornea coverage up to Ø 9,8 mm (on a 8 mm sphere) 42.2 dpt with N=1.3375

Guided focus system Yes

Keratoconus screening

Apical Curvature Yes

Apical Gradient of Curvature Yes

Symmetry index Yes

Software features

Toric IOL calculator Generic Toric IOL, Oculentis Toric IOL

Zernike analysis Pupil size 2.5 mm - 7.0 mm

Print to USB printer, Network printer, PDF to shared network folder & PDF to USB drive

Instrument Specifications

Display 10.1” touch screen

Storage 320 GB HDD + 32 GB SSD

Operating system Windows 10

Processor AMD G-T56N

Internal memory 2GB RAM

Power input AC 100 – 240V 46-63 Hz

Dimensions 320 mm (W) x 490 mm (H) x 470 mm (L)

Weight 18 kg

Connections 1 x LAN, 2 x USB

Supports USB Barcode scanner, External USB keyboard / mouse

Marking CE, ETL

Reports

Aladdin report Yes

Measurement overview Yes

Pupillometry Yes

IOL Yes

Generic Toric IOL Yes

Oculentis Toric IOL Yes

Technical Specifications of Aladdin 





IMPORTANT    In order to obtain the best results with this instrument, please be sure to review all user instructions prior to operation.        
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* Not available in all countries, please check with your distributor for availability in your country
* Subject to change in design and/or specifications without advanced notice
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